
L A B E L L I N G  A N D  M A R K I N G

I N T R E X  5 0 +  L A B E L L I N G  H E A D

T H E  S M A L L E S T  L A B E L L I N G  H E A D  O F  T H E  S E R I E S

Maximum label  width - 90 mm 

Label  feed speed up to 45 m/min 

Mult ip le label l ing opt ion,  2 or more labels from one signal

Ethernet connect ion for remote diagnost ics

Up to 100 label l ing rec ipes storage

Different software languages

I /O communicat ion ports (er rors,  speed encoders,  

pr inter signals,  etc . )

Password protected access to d i f ferent sett ings levels  

(operator,  maintenance,  ser vice)

Simple integrat ion with packaging machines

Compact size

Easy integrat ion with any kind encoder
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The real maximum labelling speed depends on the label, capacity, type of the labelled product and the kind of application.  
The label feeding precision depends on the label and the labelled product properties.

INTREX 50+ FEATURES:

Two I50+ labelling heads installed inside machine.

www.intrexlabelling.com



I N T R E X  5 0 +P A R A M E T E R

*The real maximum labelling speed depends on the label, capacity, type of the labelled product and the kind of application.  
**The label feeding precision depends on the label and the labelled product properties.

V E R S I O N S                               Right
                                                             Left

M A X  L A B E L                             90 mm 
L I N E R  W I D T H                

M A X  L A B E L                             200 mm
R O L L  D I A M E T E R             

L A B E L L I N G  S P E E D  *                  Up to 45 m/min

L A B E L  F E E D I N G                        ± 0.8 mm 
P R E C I S I O N  * *                

L A B E L  S E N S O R                         Optica l  
                                                              U l t rasonic (opt ional ) 
                                                

C O N T R O L L E R                           Remote with 3 .5” touch screen

M E M O R Y                                100 rec ipes with a lphanumeric names

C O N F I G U R A B L E                        • Label  posi t ioning
P A R A M E T E R S                           • 2 steps label  feed
                                                             • Speed:  f ixed or adaptive with encoder
                                                             • Mult ip le label l ing opt ion,  2 or more labels from one signal

D R I V E                                   Stepper motor

P O W E R  S U P P LY                        ~230 VAC,  50 Hz
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